— |
ir Live

www.ovislink.com.tw

[ Bluetooth Stereo Transmitter]

BT-1204J

- UICK S
English

Espafol

Pyccknii

Cesky

PoOrtugués e e«
Deutsch eee
sh=0f oo
BAE

Made by OvisLink Eorp.

==
—
>
il



|:|| Package contents

USB Charge Cable

o

Power Adapter
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Quick Setup Guide
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Ll Charge the battery

The battery lasts eight hours and is recharged using the power adapter or
the USB cable. To recharge:
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Plug the USB cable into the DC jack on the BT-120AR and connect the
other end to your PC.

Plug the power adapter into the DC jack on the BT-120AR and connect
the other end to an electrical outlet.

m@ N

-
Note: Please charge the battery fully for ten hours at the first time.
Thereafter, recharging takes 90 minutes only.

|:|| Turn on the power |

To turn on the power, press and hold the power button (about 3 seconds)
until the power LED lights blue.

To turn off the power, press and hold the power button (about 3 seconds)
until the power LED turns off.

Battery low LED Volume +/- Reset button
Blue LED /f"

Power is on AN
Blue flashing LED '/O’J

Connected to device l\_.a?/
Red LED

Battery is charging, turns off when charged
Red flashing LED

Battery is low, recharge before LED turns

off

BT-IZOARJ
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|:|| Pair with Stereo Receiver

The BT-120AJ can be used with a Bluetooth Headset or Bluetooth
Reciver. On first use, the devices must be paired.

To pair the devices.
1. Connect audio cable to the audio in jack on the BT-120AJ.
2. Connect other end to the audio out jack on your MP3 player.
3. Turn on the power of your Bluetooth Headset or Bluetooth Reciver.
4

. Turn on your BT-120AJ.

w1120

w111 713080

MP3 MP3

|:|| Wait for devices to connect

The devices connect (pair) after 90

seconds.

The blue power/link LEDs on both )
BT-120AR and transmitter flash when

connected.

90 seconds
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|:|| Troubleshooting

try the following:

charged

guide

If the Bluetooth Transmitter does not work,

- Ensure connecting devices are

- Turn off all devices and then turn
them on in the order shown in this

- Ensure devices are within the
10-meter range

BT-12080

|:|| Specification

Standards

Bluetooth specification V1.2 compliant.
Bluetooth A2DP profile (AV Profile)

Frequency Band

2402 ~ 2480 MHz

Tx Power 0.25 ~ 2.5mW (Bluetooth Power Class Il)
Rx Sensitivity < -80dBm (BER 0.1%)
Distance > 10m (open space)

Audio Connector

Audio Stereo jack 3.5 mm

Audio Streaming
Format

SBC 48.000 kHz

Audio Frequency Range | 20Hz ~ 22 kHz
Audio S/N > 85dB

Audio THD < -83dB

Audio Output Power > 20mWrms

Battery Life 500mA

Music play : > 8 hrs.

Power supply

Supply by integrated Polymer rechargeable
battery Operation >8hrs.

Physical Specification:

75 mm (H) x 26 mm (W) x 14.5 mm (D)

Environmental Range:

Operating temperature:-10 ~ +50 degrees
centigrade
Humidity: Relative humidity 0 ~ 95%
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|:|| Contenido del Paquete

USB Charge Cable

o

Power Adapter
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| || Cargue la Bateria

La carga de la bateria dura ocho horas en operacién y puede ser
recargada por medio del adaptador de corriente o el cable USB.
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Para Recargar:
Enchufe el Cable USB en el conector de entrada DC del BT-120AR y
conecte el otro extremo a tu PC.

Enchufe el adaptador de corriente en la entrada DC del BT-120AR y
conecte el otro extremo a una toma de

corriente.

Nota: Cargue la bateria completamente durante diez horas
la primera vez. Las cargas posteriores solo toman 90 minutos.

|:|| Encienda el equipo

Para encender el equipo, mantenga presionado el botén de Power (por 3
segundos) hasta que el LED Power se encienda en azul.

Para apagalo, presione nuevamente y mantengalo presionado (durante 3
segundos hasta que el LED se apague.

Bateria Baja LED de Volumen +/- Botén de reinicio
/

LED Azul
Equipo encendido
LED Azul titilando 2\
: - |
Conectado al dispositivo { O;
1

LED Rojo &7/

La Bateria se esta cargando; se apaga
cuando termina de cargar
LED Rojo titilando
Bateria baja, recargue antes que se
BT-120AR
apague
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|:|| Conexion con el Receptor Stereo

El BT-120AJ puede usarse con audifonos Bluetooth o con un receptor
Bluetooth. En el primer caso, los dispositivos deben ser apareados.

Par aparear los dispositivos:

1
2
3
4

. Conecte el cable de audio a la entrada de audio en el BT-120AJ.
. Conecte el otro extremo a la salida de audio de tu equipo MP3.
. Encienda los audifobos Bluetooth o Recepto Bluetooth.

. Encienda su BT-120AJ.

w111 713080

MP3 MP3

|:|| Espera que los equipos se conecten

Los equipos se conectan o acoplan
luego de 90 segundos.

El LED azul power/link titila tanto en el
BT-120AR como en el transmisor
cuando se conectan.

90 seconds
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|:|| Correcion de problemas

lo siguiente:

cargados

Si el Transmisor Bluetooth no trabaja, prueba

- Asegurate que los equipos estan

- Apaga todos los equipos y
enciéndalos nuevamente en el orden
que se indica en la presente guia.

- Asegurate que los equipos estan en
un rango de de 10 metros.

BT-12080

[ ][ Especificaciones Técnicas

Estandares

Cumple con la especificacion Bluetooth V1.2.
Perfil Bluetooth A2DP (Perfil AV)

Banda de Frequencia

2402 ~ 2480 MHz

Potencia Salida

0.25 ~ 2.5mW (Bluetooth Power Class Il)

Sensibilidad Recepcion

< -80dBm (BER 0.1%)

Distancia

> 10m (en espacio abierta)

Conector de Audio

Audio Stereo jack 3.5 mm

Formato Audio-Streaming

SBC 48.000 kHz

Rango de Audio 20Hz ~ 22 kHz
Frecuencia

Relacién Sefial/Ruido > 85dB

Audio S/N

Audio THD < -83dB
Potencia salida de Audio > 20mWrms

Autonomia de la bateria
500mA

Music play : > 8 hrs.

Fuente de alimentacion

Mediante bateria integrada de Polimero
recargable con Operacion >8hrs.

Dimensiones:

75 mm (H) x 26 mm (W) x 14.5 mm (D)

Condiciones Ambientales:

Temp. De Peracion::-10 ~ +50 Grados
Centigrados
Humedad Relativa: 0 ~ 95%
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